Features: Solution

3 Simultaneous 12 channel aquisition PC ECG includes a data acquisition module & a set of

3 Real-time ECG waveform display on PC sceen analysis software installed on desktops or laptops. We

3 Auto/Manual measurement & interpretation provide two solutions for data communication: USB

3 Huge data storage & data managemnet software connection (SE-1010) & wireless connection (SE-1010WL
3 Word, PDF & JPG format reports transfered via E-mail comming soon) to meet di erent requirements in

3 Stress test (optional) hospitals, physician o ces & laboratories.

3 30s-360s analysis

3 Advanced analysis functions: VCG, Timed VCG, QT,

dispersion, Frequency spectrum, ECG (option)

Technical Speci catons PC Requirements:

Dimensions: 148mm (L) x 100mm (W) x 40mm (H)  Operating System: Windows 2000 or XP

Weight: 210g CPU: Pentium C4, Celeron D310 or abov
PC Connection: USB RAM: 256MB or above

Inpuc;[ Circuit: I:S)e b;illactiiolr; pl)_rotzction built-in HDD: 40GB or above

Leads: tandar eads .

Aquision Mode: 12 leads simultaneously Interface: Atleast 2 USB ports free

Patient Leakage Current: <10 A (220V-240V)
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