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CU-SP1 (SP1 - IPAD AED)

 ¼ Easily switch from adult to child 
mode without changing pads

 ¼ Auto volume adjustment

 ¼ CPR detection

 ¼ Daily, weekly, monthly self checks 

SP1-IPAD SP1

CAT. No. DESCRIPTION 

CU-SP1  iPAD SP1 - Semi Automated 
External Defibrillator AED)

Easy-to-use Semi-
Automated External 
Defibrillator (AED) that is 
small, light, and portable

KEY FEATURES:

• Designed to be used by minimally 
trained individuals

• Ambient noise detector measures level of 
background noise and adjusts the volume 
of the voice prompts accordingly

• Integrated pad storage: Pre-connected 
pads are stored in a clear compartment 
on the underside of the unit

• Visual indicator shows at a glance battery 
life, unit status and pad status

OPTIONS AND ACCESSORIES:

CAT. No. DESCRIPTION 

CU-SP1-A-BAG-3010 SPI Carrying case

CU-A1007S Disposable Defib pads (Adult)

CU-A1102S Disposable Defib pads (Child)

CU-SPI-A08 Wall cabinet

CU-SPI-A12 Wall bracket

CU-SA1103BB Disposable battery pack

CU-SPI-A10-SD SD card

CU-SPT Trainer model

CU-SP1

Carry Case
CU-SP1-A-BAG-3010

SMART PADS - SMART STORAGE!
The pre-connected ‘Smart’electrode pads are stored in a clear storage compartment on the underside of the
unit. This ensures that the iPAD SP1 is always ready to be used in the shortest amount of time possible. 

The unique technology built in to the iPAD CU-SP1 and the ‘Smart’electrode pads allows the unit to
detect, when connected, if a set of pads has already been used. If they have, the user is advised of this.
In addition, the visual indicator on the front of the iPAD CU-SP1 indicates if the connected pads are
within their life expectancy. The indicator will change when the pads have only 3 months life left before
their expiry date-giving you plenty of time to arrange for replacements. The indicator will change again
when the expiry date is reached. Checking the life of your pads is as quick and simple as looking at the
LCD display.

Smart Pad StorageWall Cabinet
CPR  DETECTION
CPR  is  vital  to ensure  that  the casualty  has  the best  chances  of  survival.  The
iPAD  CU-SP1  detects  if CPR  is  being  performed  when  appropriate  prompts  and
encourages  the �rst  responder.  If  CPR  is  not being  performed,  the iPAD  CU-SP1
prompts  the �rst  responder  to ‘perform  CPR’.  If  CPR  is  already  being  performed,
the iPAD  CU-SP1  encourages  the �rst  responder  by  prompting  them to ‘continue
CPR’.

Smart CPR DetectionWall Bracket

5

Excludes Battery

DEFIBRILLATORS


